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|  19 V-Series Contura Sealed Rocker Switches - II to XIV - Circuit Diagrams

2 5

1 3 4 6

6431

DEFINITION

A J

3

2 5

3

63

2

3 4 6

L

M

5

52

K

1

52

D

431

C

3

2

B

5

2

3

CIRCUIT
CODE

CIRCUIT
CODE

CIRCUIT
CODE

1

3

3

3

2

2

2

4

1 3

31

R

2 5

52

1 3 6

S

6

F

1 3

E

52

2 5

3

43

4

1

SYM.

43

2 5

H

2 5

1 3

6

1 3

31

2

2

5

8

2

31

6

CIRCUIT DIAGRAM

2

6

6

6

6

6

6

G

CIRCUIT DIAGRAM

7

52522

CIRCUIT DIAGRAM

SYMBOL LEGEND

DESIGNATES TERMINALS AND CONTACTS

DESIGNATES MAINTAINED CIRCUITS

DESIGNATES OTHER POSITION

DESIGNATES MOMENTARY CIRCUITS

DESIGNATES TWO POSITION CONNECTION 

DESIGNATES EXTERNAL JUMPER PROVIDED 
BY CUSTOMER

Circuit Diagrams:
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20   | V-Series Contura Sealed Rocker Switches - II to XIV - Lamp Circuit Diagrams, Hazard Warning Circuit Diagrams
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NOTE:
J circuits are available for all 
non-locking V-Series styles. 
Consult factory for partnumber details.  
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DEFINITIONSYM.

SYMBOL LEGEND

DESIGNATES TERMINALS AND CONTACTS

DESIGNATES LAMP LOCATION
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J-Series Hazard Warning Circuit Diagrams:

Lamp Circuit Diagrams:
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